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ignition output 1 ignition output 6
Bill of materials ignition output ignition output 5
Component Name Package Value ount Replacement ignition output ignition output 4 5 ;
ptional
VD1, VD3, VDS, VD7, VDO, sopso | BasazL 6 Diias Necessary when ECU has push-pull outputs. Must be used only with LDO (U7)
VD11
VD2, VD4, VD6, VD8, VD10, | sMA SNIM 6 | usiM, sN13 20
VD12
" AN
VD13* (see notes) SOD80 BZV55-Cav7 1 BZV55-C5v1 "S53 +m<
VTLVT2VT3VT4VT5VT6 | T0220 | IRGB14c4oL | 6 | IRGS14C4OL, ey
,H_%_w_bwobor 20 Optional LP2950CDT-5.0|
supply (+12v) 1 ° 1M 3
U1, U2, U3, U4, US, U6 SOT-23-4 MCP601 6 achomet AN > - N out
X Ny achometer =z .
U7 DPAK _|LP2950CDT-5.0 1 | LP2950L-5.0 Cutput (+) s H
us S014 74HCO7 1 74LS07 _H 5 w
3
C1,C3,C5,C7,09,C11 sMp_osoq 3.3nF 6 | 2.2nF, 47F -—— 2 e/ \3 S
- £
C2,C4,C6,C8,C10,C12,  |svp osod 220nF 10 [L00NF, 330nF, 470nF g ~ o
C13, C14, C16, C17 _ m.
C15 EMD_080g 47uFx35Vv 1 |C>=10uF, U>=35v o
D <= 6.5mm -
T E 4 =] VD13 can be used instead of U7 LDO. In this case
R53*, R54* (see notes) pMD_0804 20 2 33 — R53 and R54 must be 1k, C16 capacitor is not needed
R3, R4, R11, R12, R19, R20, 5 3 s = and bridge (zero Ohm resistor) must be installed
R27, R28, R35, R36, R43, Ra4 [SMD_080} 510 12 | 470 m 2 g E between 1, 3 pins of U7.
R62 MD 0804 620 ) E 3 g 8 3 VD2, VD4, VD8, VD8, VD10, VD12, R49 and R50
components are optional and needed only if you
RS, R13, R21, R29, R37, R45, I want to connect a tachometer (HV). Also, you may
R61, R62, R63, R64, R65, R66 [SMD_080§ 1k 12 | 920,12k @ need to choose the value of R50. Resistance of
R1, R, R17, R25, R33, R4, O|+—|AN|M ||| 00| || —| N M) | R49 can be 0 in most of cases.
RS51, RS5, R56, RE7, R68, R59,SMD_080] 10k 13 | 9.k 12k | N[MH{D| O N 00| O3 v || = v | v | || = || —| N N NN N _
o
RE0 Mini Fit connector (J1)
R2, R10, R18, R26, R34, R42 [SMD_0809 68k 6 56k  m |
R49* [SMD_1204 10k 1 * - 2 12q19|18)17/ 16 159 14 13
R50* (see notes) sMD 1204 30k 1. =
R6, R7,R8, R14, R15, R16, R24 12141009| 8| 7|1 6] 5] 4| 3| 2|1
R23, R24, R30, R31, R32, R3gSMD_2517 0.1 18
R39, R40, R46, R47, R48
31 M ERRA | T [Wn FIRTCRA To the ignition coils and SECU-3 unit (or other ECU)




